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(c) Protection of accommodation spaces.
A bulkhead or deck separating an ac-
commodation space from a control sta-
tion, machinery space, cargo space, or
service space must be constructed of
noncombustible material.

[CGD 88–079, 56 FR 40393, Aug. 14, 1991; 56 FR
49822, Oct. 1, 1991]

§ 28.390 Means of escape.

(a) Each space which is used by an in-
dividual on a regular basis or which is
generally accessible to an individual
must have at least two widely sepa-
rated means of escape. At least one of
the means of escape must be independ-
ent of watertight doors. Subject to the
restrictions of this section, means of
escape include normal exits and emer-
gency exits, passageways, stairways,
ladders, deck scuttles, and windows.

(b) At least one of the means of es-
cape from each space must provide a
satisfactory route to weather.

(c) Each door, hatch or scuttle used
as a means of escape must be capable of
being opened by one individual, from
either side, in both light dark condi-
tions, must open towards the expected
direction of escape from the space
served, and if a watertight door be of
the quick acting type.

(d) Each deck scuttle which serves as
a means of escape, must be fitted with
a quick-acting release and a device to
hold the scuttle in an open position.

(e) Each foothold, handhold, ladder,
or similar structure, provided to aid es-
cape, must be suitable for use in emer-
gency conditions and must be of rigid
construction.

(f) A window or windshield of suffi-
cient size and proper accessibility may
be used as one of the required means of
escape from an enclosed space.

§ 28.395 Embarkation stations.

Each vessel must have at least one
designated survival craft embarkation
station and any additional embar-
kation stations necessary so that an
embarkation station is readily acces-
sible from each accommodation space
and work space. Each embarkation sta-
tion must be arranged to allow the safe
boarding of survival craft.

§ 28.400 Radar and depth sounding de-
vices.

(a) Each vessel must be fitted with a
general marine radar system for sur-
face navigation with a radar screen
mounted at the operating station.

(b) Each vessel must be fitted with a
suitable echo depth sounding device.

§28.405 Hydraulic equipment.

(a) Each hydraulic system must be so
designed and installed that proper op-
eration of the system is not affected by
back pressure in the system.

(b) Piping and piping components
must be designed with a burst pressure
of not less than four times the system
maximum operating pressure.

(c) Each hydraulic system must be
equipped with at least one pressure re-
lieving device set to relieve at the sys-
tem’s maximum operating pressure.

(d) All material in a hydraulic sys-
tem must be suitable for use with the
hydraulic fluid used and must be of
such chemical and physical properties
as to remain ductile at the lowest oper-
ating temperature likely to be encoun-
tered by the vessel.

(e) Except for hydraulic steering
equipment, controls for hydraulic
equipment must be located where the
operator has an unobstructed view of
the hydraulic equipment and the adja-
cent working area.

(f) Controls for hydraulic equipment
must be so arranged that the operator
is able to quickly disengage the equip-
ment in an emergency.

(g) Hydraulically operated machinery
must be equipped with a holding device
to prevent uncontrolled movement due
to loss of hydraulic system pressure.

(h) A nonmetallic flexible hose must
only be used between two points of rel-
ative motion, including a pump and
piping system, and must meet SAE J
1942.

(i) Each nonmetallic flexible hose
and hose assembly must be installed in
accordance with the manufacturer’s
rating and guidelines and must be lim-
ited to a length of not more that 30
inches (0.76 meters) in an application
not subject to torsional loading.
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